
172
90 +0.2

13
117

7

230

5

18

RR GO GC

GO

GC

0.5x45 R0.8

198

14
0

140

13 15 (Locating pin)

13 15 (Locating pin)

144

10x36°

M12 28 (10x)

C

C

26(4x)

18
(4

x)

17(4x)

Torque at 25 Mpa

Max axial load 50 KN
Max radial load 36 KN

35 MPa
35 MPa

GC - grapple/tool close M 18x1.5

R
GO

95 mm
2Oil duct area for grapple 

max 30 rpmRotation speed
354 cm

3
/rev.Rated displacement

* Relief valves fitted

M 18x1.5

Function                Max working pressure     Rec oilflow     Connection
- rotation
- grapple/tool open

M 18x1.5

UnlimitedRotation

25 MPa* 15 l/min

45 kgWeight

1350 Nm

Technical data

35 MPa (4640.. psi)*

2500 Nm (1254... lb ft)

87 kg (185... lb)

30 l/min (6.6... gal(US)/min)25 MPa (3045.. psi)*

Unlimited

G 1/2"
G 3/4", SAE 1"

832 cm
3
/rev. (44.2... in

3
/rev.)

max 30 rpm
150 mm

2
 (0.232in

2
)

G 3/4", SAE 1"
35 MPa (4640.. psi)*

60 KN (17985... lbf)
80 KN (56202... lbf)

20
08

.1
1.

19
.
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172
90 +0.2

13
618

2

230

5

RR GO GC

GO

GC

0.5x45 R0.8

198

14
0

140

13 15 (Locating pin)

18
5

13 15 (Locating pin)

144

10x36°

M12 28 (10x)

C

C

26(4x)

18
(4

x)

17(4x)

Torque at 25 Mpa

Max axial load 50 KN
Max radial load 36 KN

35 MPa
35 MPa

GC - grapple/tool close Upper - M 18x1.5; Lower - G 3/8"

R
GO

95 mm
2Oil duct area for grapple 

max 30 rpmRotation speed
354 cm

3
/rev.Rated displacement

* Relief valves fitted

Upper - M 18x1.5; Lower - G 3/8"

Function                Max working pressure     Rec oilflow     Connection
- rotation
- grapple/tool open

M 18x1.5

UnlimitedRotation

25 MPa* 15 l/min

45 kgWeight

1350 Nm

Technical data

35 MPa (4640.. psi)*

2500 Nm (1254... lb ft)

87 kg (185... lb)

30 l/min (6.6... gal(US)/min)25 MPa (3045.. psi)*

Unlimited

G 1/2"
G 3/4", SAE 1"

832 cm
3
/rev. (44.2... in

3
/rev.)

max 30 rpm
150 mm

2
 (0.232in

2
)

G 3/4", SAE 1"
35 MPa (4640.. psi)*

60 KN (17985... lbf)
80 KN (56202... lbf)

20
09

.0
1.

27
.

INDUSTRIAL ROTATOR CPR 5-01
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255 10.04

13
7

5.
39

18
7

7.
36

17 0.67

26 1.02

18
0.

71

184 7.24
100 3.94

5
0.

20

R0.8 0.03

0.5 x450.02

GC GO

6 0.24 20 0.79

224 8.82

15°

16 160.63
Locating pin

5x
72

°

8x
45

°

M10 20[ 0.79]

120 4.72

150 5.91
16 160.63
Locating pin

M16 32[ 1.26](6x60 )

21 0.83

14 0.55

1.
5

0.
06

Torque at 25 Mpa

Max axial load 60 KN
Max radial load 40 KN

35 MPa
35 MPa

GC - grapple/tool close G 1/2"

R
GO

95 mm
2Oil duct area for grapple 

max 30 rpmRotation speed
354 cm

3
/rev.Rated displacement

* Relief valves fitted

G 1/2"

Function                Max working pressure     Rec oilflow     Connection
- rotation
- grapple/tool open

G 1/2"

UnlimitedRotation

25 MPa* 15 l/min

56 kgWeight

1500 Nm

Technical data

35 MPa (4640.. psi)*

2500 Nm (1254... lb ft)

87 kg (185... lb)

30 l/min (6.6... gal(US)/min)25 MPa (3045.. psi)*

Unlimited

G 1/2"
G 3/4", SAE 1"

832 cm
3
/rev. (44.2... in

3
/rev.)

max 30 rpm
150 mm

2
 (0.232in

2
)

G 3/4", SAE 1"
35 MPa (4640.. psi)*

60 KN (17985... lbf)
80 KN (56202... lbf)

20
09

.0
1.
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.

INDUSTRIAL ROTATOR CPR 6
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8

90
194

15
222

2

255

RR GO GC

GC GO
GOGC

14
0

140

35°

173

20 20

6x60°

16 H9 16
(Locating pin) M16 30(6x)

M16 30(4x)

10x36°

M12 22(10x)

16 H9 16(2x)
(Locating pin)

144

Torque at 25 Mpa

Max axial load 60 KN
Max radial load 40 KN

35 MPa
35 MPa

GC - grapple/tool close G 1/2"

R
GO

95 mm
2Oil duct area for grapple 

max 30 rpmRotation speed
354 cm

3
/rev.Rated displacement

* Relief valves fitted

G 1/2"

Function                Max working pressure     Rec oilflow     Connection
- rotation
- grapple/tool open

G 1/2"

UnlimitedRotation

25 MPa* 15 l/min

70 kgWeight

1500 Nm

Technical data

35 MPa (4640.. psi)*

2500 Nm (1254... lb ft)

87 kg (185... lb)

30 l/min (6.6... gal(US)/min)25 MPa (3045.. psi)*

Unlimited

G 1/2"
G 3/4", SAE 1"

832 cm
3
/rev. (44.2... in

3
/rev.)

max 30 rpm
150 mm

2
 (0.232in

2
)

G 3/4", SAE 1"
35 MPa (4640.. psi)*

60 KN (17985... lbf)
80 KN (56202... lbf)

20
08

.1
2.

16
.

INDUSTRIAL ROTATOR CPR 6-01
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244 9.61

305 12.01
17 0.67

26 1.02

16
0.

63

160 +0.2 6.30 +0.01

13
9

5.
47

19
3.

5
7.

62

R0.8 [0.03]








0.5 [0.02]x45

8x45°

5
0.

20

23
0.

91

100 3.94

(114.4 )4.50 (114.4 )4.50

[ 0.71]
M10 18

12
0.

47

16 0.63
15 [0.59]

(Locating pin)
5x72°

270 10.63

R115 4.53

6°

16 0.63
15 [0.59]

(Locating pin)

210 8.27

M20 35 [ 1.38](6x60 )

21 0.83

14 0.55

1.
5

0.
06

Torque at 25 Mpa

Max axial load 80 KN [17985 lbf]
Max radial load 60 KN [13489 lbf]

35 MPa [5076 psi]
35 MPa [5076 psi]

GC - grapple/tool close G 3/4"

R
GO

150 mm
2
 [0.232 in

2
]Oil duct area for grapple 

max 30 rpmRotation speed
832 cm

3
/rev. [50.8 in

3
/rev.]Rated displacement

* Relief valves fitted

G 3/4"

Function                Max working pressure     Rec oilflow              Connection
- rotation
- grapple/tool open

G 1/2"

UnlimitedRotation

25 MPa [3625 psi] * 30 l/min [7.9 gal(US)/min]

87 kg [192 lb]Weight

3000 Nm [2213 lb ft]

Technical data

(PATENT PENDING)

Moment of deflection 15 KNm [11063 lb ft]

20
08

.1
1.

20
.
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244 9.61

305 12.01
17 0.67

26 1.02

16
0.

63

160 +0.2 6.30 +0.01

15
2

5.
98

20
6.

5
8.

13

R0.8 [0.03]








0.5 [0.02]x45



8x45°

(114.4 )4.50 (114.4 )4.50

12
0.

47

16 0.63
15 [0.59]

(Locating pin)

270 10.63

R115 4.53

6°

16 0.63
15 [0.59]

(Locating pin)

210 8.27

M20 35 [ 1.38](6x60 )

Torque at 25 Mpa

Max axial load 80 KN [17985 lbf]
Max radial load 60 KN [13489 lbf]

35 MPa [5076 psi]
35 MPa [5076 psi]

GC - grapple/tool close G 3/4"

R
GO

150 mm
2
 [0.232 in

2
]Oil duct area for grapple 

max 30 rpmRotation speed
832 cm

3
/rev. [50.8 in

3
/rev.]Rated displacement

* Relief valves fitted

G 3/4"

Function                Max working pressure     Rec oilflow              Connection
- rotation
- grapple/tool open

G 1/2"

UnlimitedRotation

25 MPa [3625 psi] * 30 l/min [7.9 gal(US)/min]

93 kg [205 lb]Weight

3000 Nm [2213 lb ft]

Technical data

(PATENT PENDING)

Moment of deflection 15 KNm [11063 lb ft]

20
08

.1
1.

20
.
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244 9.61

17 0.67

26 1.02

16
0.

63

160 +0.2 6.30 +0.01

13
9

5.
47

19
3.

5
7.

62

305 12.01
295 -0.21 11.61 -0.01

8
0.

31

0.5 [0.02]x45 R0.8 [0.03]








8x45°

5
0.

20

23
0.

91

100 3.94

(114.4 )4.50 (114.4 )4.50

[ 0.71]
M10 18

12
0.

47

16 0.63
15 [0.59]

(Locating pin)
5x72°

270 10.63

R115 4.53

6°

16 0.63
15 [0.59]

(Locating pin)

210 8.27

M20 35 [ 1.38](12x30 )

15°

21 0.83

14 0.55

1.
5

0.
06

35 MPa [5076 psi]
35 MPa [5076 psi]

GC - grapple/tool close G 3/4"

R
GO

150 mm
2
 [0.232 in

2
]Oil duct area for grapple 

max 30 rpmRotation speed
832 cm

3
/rev. [50.8 in

3
/rev.]Rated displacement

* Relief valves fitted

G 3/4"

Function                Max working pressure     Rec oilflow              Connection
- rotation
- grapple/tool open

G 1/2"25 MPa [3625 psi] * 30 l/min [7.9 gal(US)/min]

86 kg [190 lb]Weight

3000 Nm [2213 lb ft]

(PATENT PENDING)

Torque at 25 Mpa
15 KNm [11063 lb ft]Moment of deflection

Technical data
Rotation Unlimited

70 KN [15737 lbf]Max radial load
90 KN [20233 lbf]Max axial load

20
08

.1
1.

20
.
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244 9.61

17 0.67

26 1.02

16
0.

63

160 +0.2 6.30 +0.01

16
0

6.
30

21
4.

5
8.

44

305 12.01

8
0.

31

295 -0.21 11.61 -0.01

0.5 [0.02]x45 R0.8 [0.03]










8x45°

(114.4 )4.50 (114.4 )4.50

12
0.

47

16 0.63
15 [0.59]

(Locating pin)

270 10.63

R115 4.53

6°

16 0.63
15 [0.59]

(Locating pin)

210 8.27

M20 35 [ 1.38](12x30 )

15°

35 MPa [5076 psi]
35 MPa [5076 psi]

GC - grapple/tool close G 3/4"

R
GO

150 mm
2
 [0.232 in

2
]Oil duct area for grapple 

max 30 rpmRotation speed
832 cm

3
/rev. [50.8 in

3
/rev.]Rated displacement

* Relief valves fitted

G 3/4"

Function                Max working pressure     Rec oilflow              Connection
- rotation
- grapple/tool open

G 1/2"25 MPa [3625 psi] * 30 l/min [7.9 gal(US)/min]

95 kg [209 lb]Weight

3000 Nm [2213 lb ft]

(PATENT PENDING)

Torque at 25 Mpa
15 KNm [11063 lb ft]Moment of deflection

Technical data
Rotation Unlimited

70 KN [15737 lbf]Max radial load
90 KN [20233 lbf]Max axial load

20
08

.1
1.

20
.

INDUSTRIAL ROTATOR  CPR9-01



244 9.61

305 12.01
17 0.67

26 1.02

16
0.

63

160 +0.2 6.30 +0.01

14
3

5.
63

22
2.

5
8.

76

 

0.5 [0.02]x45

8x45°

5
0.

20

23
0.

91

100 3.94

(114.4 )4.50 (114.4 )4.50

[ 0.71]
M10 18

12
0.

47

16 0.63
15 [0.59]

(Locating pin)
5x72°

270 10.63

R115 4.53

6°

16 0.63
15 [0.59]

(Locating pin)
M20 30 [ 1.38](10x)

6x60°

22° 22°

210 8.27

93.89 kg

21 0.83

14 0.55

1.
5

0.
06

Torque at 25 Mpa

Max axial load 100 kN [17985 lbf]
Max radial load 70 kN [13489 lbf]

35 MPa [5076 psi]
35 MPa [5076 psi]

GC - grapple/tool close G 3/4"

R
GO

150 mm
2
 [0.232 in

2
]Oil duct area for grapple 

max 30 rpmRotation speed
832 cm

3
/rev. [50.8 in

3
/rev.]Rated displacement

* Relief valves fitted

G 3/4"

Function                Max working pressure     Rec oilflow              Connection
- rotation
- grapple/tool open

G 1/2"

UnlimitedRotation

25 MPa [3625 psi] * 30 l/min [7.9 gal(US)/min]

94 kg [207 lb]Weight

3000 Nm [2213 lb ft]

Technical data

(PATENT PENDING)

Moment of deflection 19 kNm [14014 lb ft]

20
09

.0
1.
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.
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255 10.04

380 14.96
21 0.83

32 1.26

21
.5

0.
85

16
2

6.
38

22
9

9.
02

170 +0.2 6.69 +0.01

R0.8 0.03

   

0.5 [0.02]x45

8x45°

6
0.

24
27

1.
06

140 5.51

(145.2 )5.72 (145.2 )5.72

[ 0.79]
M12 20

15
.3

0.
60

22 0.87
15 [ 0.59]

(Locating pin)
5x72°

340 13.39

R146 5.75

6°

M20 45 [ 1.77](12x30 )

22 0.87
15 [ 0.59]

(Locating pin)

15°

220 8.66

30 1.18

18.5 0.73

1.
85

0.
07

Torque at 25 Mpa

Max axial load 140 KN [31473 lbf]
Max radial load 100 KN [22481 lbf]

35 MPa [5076 psi]
35 MPa [5076 psi]

GC - grapple/tool close G 3/4"

R
GO

260 mm
2
 [0.403 in

2
]Oil duct area for grapple 

max 25 rpmRotation speed
1222 cm

3
/rev. [74.6 in

3
/rev.]Rated displacement

* Relief valves fitted

G 3/4"

Function                Max working pressure     Rec oilflow              Connection
- rotation
- grapple/tool open

G 1/2"

UnlimitedRotation

25 MPa [3625 psi] * 35 l/min [9.2 gal(US)/min]

151 kg [333 lb]Weight

4500 Nm [3319 lb ft]

Technical data

(PATENT PENDING)

Moment of deflection 26 KNm [19177 lb ft]

20
08

.1
1.

21
.
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255 10.04

380 14.96
21 0.83

32 1.26

21
.5

0.
85

17
8

7.
01

24
5

9.
65

170 +0.2 6.69 +0.01

R0.8 0.03

   

0.5 [0.02]x45

 

8x45°

(145.2 )5.72 (145.2 )5.72

15
.3

0.
60

22 0.87
15 [ 0.59]

(Locating pin)

340 13.39

R146 5.75

6°

M20 45 [ 1.77](12x30 )

22 0.87
15 [ 0.59]

(Locating pin)

15°

220 8.66

Torque at 25 Mpa

Max axial load 140 KN [31473 lbf]
Max radial load 100 KN [22481 lbf]

35 MPa [5076 psi]
35 MPa [5076 psi]

GC - grapple/tool close G 3/4"

R
GO

260 mm
2
 [0.403 in

2
]Oil duct area for grapple 

max 25 rpmRotation speed
1222 cm

3
/rev. [74.6 in

3
/rev.]Rated displacement

* Relief valves fitted

G 3/4"

Function                Max working pressure     Rec oilflow              Connection
- rotation
- grapple/tool open

G 1/2"

UnlimitedRotation

25 MPa [3625 psi] * 35 l/min [9.2 gal(US)/min]

163 kg [359 lb]Weight

4500 Nm [3319 lb ft]

Technical data

(PATENT PENDING)

Moment of deflection 26 KNm [19177 lb ft]

20
08

.1
1.

21
.
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300 11.81

380 14.96
21 0.83

32 1.26

21
.5

0.
85

16
2

6.
38

22
9

9.
02

170 +0.2 6.69 +0.01

R0.8 0.03



0.5 [0.02]x45

8x45°

6
0.

24
27

1.
06

140 5.51

(145.2 )5.72 (145.2 )5.72

[ 0.79]
M12 20

15
.3

0.
60

22 0.87
15 [ 0.59]

(Locating pin)
5x72°

340 13.39

R146 5.75

6°

M20 45 [ 1.77](12x30 )

22 0.87
15 [ 0.59]

(Locating pin)

15°

265 10.43

30 1.18

18.5 0.73

1.
85

0.
07

Torque at 25 Mpa

Max axial load 150 KN [33721 lbf]
Max radial load 110 KN [24729 lbf]

35 MPa [5076 psi]
35 MPa [5076 psi]

GC - grapple/tool close G 1"

R
GO

260 mm
2
 [0.403 in

2
]Oil duct area for grapple 

max 25 rpmRotation speed
1222 cm

3
/rev. [74.6 in

3
/rev.]Rated displacement

* Relief valves fitted

G 1"

Function                Max working pressure     Rec oilflow              Connection
- rotation
- grapple/tool open

G 1/2"

UnlimitedRotation

25 MPa [3625 psi] * 35 l/min [9.2 gal(US)/min]

161 kg [355 lb]Weight

4500 Nm [3319 lb ft]

Technical data

(PATENT PENDING)

Moment of deflection 26 KNm [19177 lb ft]

20
08

.1
1.

21
.

INDUSTRIAL ROTATOR  CPR15



300 11.81

380 14.96
21 0.83

32 1.26

21
.5

0.
85

17
8

7.
01

24
5

9.
65

170 +0.2 6.69 +0.01

R0.8 0.03



0.5 [0.02]x45

 

8x45°

(145.2 )5.72 (145.2 )5.72

15
.3

0.
60

22 0.87
15 [ 0.59]

(Locating pin)

340 13.39

R146 5.75

6°

M20 45 [ 1.77](12x30 )

22 0.87
15 [ 0.59]

(Locating pin)

15°

265 10.43

Torque at 25 Mpa

Max axial load 150 KN [33721 lbf]
Max radial load 110 KN [24729 lbf]

35 MPa [5076 psi]
35 MPa [5076 psi]

GC - grapple/tool close G 1"

R
GO

260 mm
2
 [0.403 in

2
]Oil duct area for grapple 

max 25 rpmRotation speed
1222 cm

3
/rev. [74.6 in

3
/rev.]Rated displacement

* Relief valves fitted

G 1"

Function                Max working pressure     Rec oilflow              Connection
- rotation
- grapple/tool open

G 1/2"

UnlimitedRotation

25 MPa [3625 psi] * 35 l/min [9.2 gal(US)/min]

173 kg [381 lb]Weight

4500 Nm [3319 lb ft]

Technical data

(PATENT PENDING)

Moment of deflection 26 KNm [19177 lb ft]

20
08

.1
1.

21
.
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