
R
R R

R
R








 





 





























































Connection:

G 1/2”

Unlimited

+60 (13491)

- 25 (5621)

1900 (1401)

25 (6.6)

46 (101)

Max 25 MPa (3625 psi)Rotator

Max working pressure:

Weight, kg (lb)

Rec oilflow, l/min (US gallon)

Torque at 25Mpa (3625psi), Nm (lb ft)

Max axial load static, KN (lbf)

Rotation

Technical data

+30 (6745)

- 45 (10118)

Max axial load dynamic, KN (lbf)

Specially designed for the Harvester heads

ROTATOR HR 6
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Instituta Street - 1, Salaspils. Riga region, LATVIA LV-2169
Phone: +(371) 67 981074, Fax: +(371) 67 981075

E-mail: baltrotors@ .lvbaltrotors
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



 

 





















































Connection:

G 1/2”

Unlimited

+100 (22485)

- 45 (10118)

2700 (1991)

30 (7.9)

63 (138)

Max 25 MPa (3625 psi)Rotator

Max working pressure:

Weight, kg (lb)

Rec oilflow, l/min (US gallon)

Torque at 25Mpa (3625psi), Nm (lb ft)

Max axial load static, KN (lbf)

Rotation

Technical data

+50 (11242)

- 90 (20236)

Max axial load dynamic, KN (lbf)

Specially designed for the Harvester heads

ROTATOR HR 10 SM
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



 

 





















































Connection:

G 1/2"

Unlimited

+120 (26982)

-50 (11242)

2900 (2139)

35 (9.25)

69 (152)

Max 25 MPa (3625 psi)Rotator

Max working pressure:

Weight, kg (lb)

Rec oilflow, l/min (US gallon)

Torque at 25Mpa (3625psi), Nm (lb ft)

Max axial load static, KN (lbf)

Rotation

Technical data

+60 (13491)

-100 (22485)

Max axial load dynamic, KN (lbf)

Specially designed for the Harvester heads

ROTATOR HR 12 SM
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Relief valve opening pressure 26.5 Mpa (3842psi)





 




 


















































Connection:

G 1/2”

Unlimited

+160 (35976)

-50 (11242)

3500 (2581)

40 (10.6)

71 (157)

Max 25 MPa (3625 psi)Rotator

Max working pressure:

Weight, kg (lb)

Rec oilflow, l/min (US gallon)

Torque at 25Mpa (3625psi), Nm (lb ft)

Max axial load static, KN (lbf)

Rotation

Technical data

+80 (17988)

-100 (22485)

Max axial load dynamic, KN (lbf)

Specially designed for the Harvester heads

ROTATOR HR 16 SM
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